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TRAIN • B9223 TRAIN - ANTI-CONDENSATION • B9224 TRAIN • S8210

LIST OF PROPERTIES

B9223

MATERIAL COMPOSITION

FABRIC 100 % PES / 1100 DTEX
TOTAL WEIGHT DIN EN ISO 2286/2 1998 850 G/M2

CHARACTERISTICS AB
LACQUERING DIN EN ISO 2286/2 1998 1/1
EMBOSSING DIN EN ISO 2286/2 1998 GLOSSY
BREAKING STRENGTH WARP EN ISO 1421/1 1998 3000 N / 5 CM
BREAKING STRENGTH WEFT EN ISO 1421/1 1998 3000 N / 5 CM
TEAR STRENGTH WARP DIN 53363 2003 300 N
TEAR STRENGTH WEFT DIN 53363 2003 300 N
ADHESION EN ISO 2411 2000 125 N / 5 CM
TEMPERATURE RESISTANCE DIN EN 1876/2 1998 -30/+80 °C
LIGHT FASTNESS (EXCEPT WHITE AND (HALF-)TRANSPARENT) ISO 105 B02 1988 > 6
FIRE BEHAVIOR DIN 4102 1981 B1
APPLICATION RAILWAY / TILT / REGULAR (DB)
TD HAUBENDACH-PLANEN REV.07/2009 CONFORM

All our technical characteristics are indicative

LIST OF PROPERTIES

B9224

MATERIAL COMPOSITION

FABRIC 100 % PES / 1100 DTEX
TOTAL WEIGHT DIN EN ISO 2286/2 1998 1150 G/M2

CHARACTERISTICS AB
LACQUERING 1/1
EMBOSSING GLOSSY
BREAKING STRENGTH WARP EN ISO 1421/1 1998 3000 N / 5 CM
BREAKING STRENGTH WEFT EN ISO 1421/1 1998 3000 N / 5 CM
TEAR STRENGTH WARP DIN 53363 2003 300 N
TEAR STRENGTH WEFT DIN 53363 2003 300 N
ADHESION EN ISO 2411 2000 125 N / 5 CM
WATER ABSORPTION (IF COMBINED WITH NON WOVEN) DIN 53923 > 600 G/M²
TEMPERATURE RESISTANCE DIN EN 1876/2 1998 -30/+85 °C
LIGHT FASTNESS (EXCEPT WHITE AND (HALF-)TRANSPARENT) ISO 105 B02 1988 6
FIRE BEHAVIOR DIN 4102 1981 B1
APPLICATION RAILWAY / TILT / ANTI-COND (DB)
TD HAUBENDACH-PLANEN REV.07/2009 CONFORM

All our technical characteristics are indicative

LIST OF PROPERTIES

S8210

MATERIAL COMPOSITION

FABRIC 100 % PES / 1100 DTEX
TOTAL WEIGHT NF G 37 102 800 G/M2

CHARACTERISTICS ABUV / OP
LACQUERING 1/1
EMBOSSING GLOSSY
BREAKING STRENGTH WARP NF G 37 103 2750 N / 5 CM
BREAKING STRENGTH WEFT NF G 37 103 2500 N / 5 CM
TEAR STRENGTH WARP NF G 37 129 METH.2 120 N
TEAR STRENGTH WEFT NF G 37 129 METH.2 110 N
ADHESION NF G 37 107 80 N / 5 CM
TEMPERATURE RESISTANCE DIN EN 1876/2 1998 -30/+70 °C
LIGHT FASTNESS (EXCEPT WHITE AND (HALF-)TRANSPARENT) ISO 105 B02 1988 7 - 8
FIRE BEHAVIOR NF G 07 184 CLASSE B
APPLICATION RAILWAY / TILT / REGULAR (SNCF)
ST M 842 A (1994) CONFORM

All our technical characteristics are indicative
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B1 B1 CLASSE B

THIS IS NOT A STANDARD PRODUCT. - MIN. 1000 LM. THIS IS NOT A STANDARD PRODUCT. (FOR MIN. ORDER, CONTACT SALES.) THIS IS NOT A STANDARD PRODUCT. - MIN. 1000 LM.
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